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2" X 4 1/2" DOUBLE THERMALLY
2450CG  BROKEN STOREFRONT DOOR FRAME
XPT WITH 150i SERIES (WIDE STILE)
DOOR STANDARD DETAILS
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INCREASE AS REQUIRED TO COMPLY WITH SEALANT
MANUFACTURERS' INSTRUCTIONS

MULTIPLE PAIR DOORS MULLED TOGETHER
WITH TRANSOM STANDARD CONFIGURATION

41/2"

*1/4”

RV—1431
(OPTIONAL)

6452

S

5 7/8"
L
gl

I
9037

01-01-18 2450CG XPT DOOR FRAME DETAILS - 2



AN

MANKO DOOR STANDARD DETAILS

M' 2450CG  BROKEN STOREFRONT DOOR FRAME

2" X4 12" DOUBLE THERMALLY

XPT WITH 150i SERIES (WIDE STILE)

MINIMUM RECOMMENDED FOR THERMAL ISOLATION.
INCREASE AS REQUIRED TO COMPLY WITH SEALANT
MANUFACTURERS' INSTRUCTIONS
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2" X4 12" DOUBLE THERMALLY
h“ 2450CG

BROKEN STOREFRONT DOOR FRAME
\ XPT WITH 150i SERIES (WIDE STILE)
MANKO DOOR STANDARD DETAILS

% MINIMUM RECOMMENDED FOR THERMAL ISOLATION.
INCREASE AS REQUIRED TO COMPLY WITH SEALANT
MANUFACTURERS' INSTRUCTIONS
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MANKO

Eﬁ 2450CG

XPT

2" X4 12" DOUBLE THERMALLY
BROKEN STOREFRONT DOOR FRAME
WITH 150i SERIES (WIDE STILE)
DOOR STANDARD DETAILS
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MANUFACTURERS' INSTRUCTIONS
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